
 

 

 

Wheat Straw Chopper Blower 

 

Specifications:- 

General 

Application 
For Collecting And Chopping Of Wheat 

Straw After Combining Harvester Operation 

Working Width 2300 mm or Above 

Wheels 02 Nos. 7.50 – 16, 12 PR 

Tractor Power ≥ 65 HP 

Field Capacity ≥ 1.0 Acre/Hr. 

Overall Dimensions 

Length 3700 mm ± 30 mm 



 

 

Width 2700 mm ± 20 mm 

Height 2100 mm ± 20 mm 

Weight ≥ 2100 Kg 

Material Specifications 

Hitch 100 x 100 x 5 mm M.S. Box 

Toe Hook U-Type 17 mm M.S. Plate Rotatable 

Trolley Hook U-Type 25 mm M.S. Plate Rotatable 

Main Frame 5 mm M.S. Formed Sheet On Both Sides 

Back Side Frame 150 x 75 x 5 mm M.S. Box 

Hydraulic Phis 02 Nos. 12 mm Dia. M.S. Pipe 

Gearbox Cast Iron/M.S. Casting, With A 1:1 Ratio 

U.J. Shaft 01 No. Standard Quality Forged Yokes 

Reel Assembly 

Reel Pipe 
06 Nos. 32 mm Dia. M.S. Pipe With 2 mm 

Wall Thickness 

Reel Plates 
03 Nos. 14 Gauge M.S. Steel Formed, 

Hexagonal 

Reel Shaft 
58 mm Dia. M.S. Pipe 2.5 mm Wall 

Thickness 



 

 

Collectors 72 Nos. Straw Collectors, 5 mm Spring Steel 

Bearings 02 Nos. UCP 207 

Cutter Bar Assembly 

Cutter Bar Length 2360 mm 

Blades 31 – 33 Nos. Triangular 75 mm, HRC 50 – 60 

Blade Guards Steel Cast/Forged Steel 

Drive System Wobble Box Of Combine Harvester 1:1 Ratio 

Skids 02 Nos. 62 x 12 mm M.S. Flat 

Auger Assembly 

Auger Frame 3 mm M.S. Sheet, Both Sides 

Auger Dia. 
250 mm M.S. Pipe With 2 mm Wall 

Thickness 

Auger Flights 95 x 2 mm M.S. Sheet 

Auger Lugs 

20 Nos. Semicircular Formed M.S. Sheet 100 

x 2 mm Fitted With Nut & Bolts On 2 mm 

Base Plate 

Auger Bearings UCP/UCF, 207/208 

Auger Axle 40 mm Dia. M.S. Round Axles 02 Nos. 

Auger Sprocket & Chain Sprocket 12 mm Face Width, 60 # Chain 



 

 

Intermediate & Sieve Shaft 40 mm Dia. M.S. Round 

Feeder Shaft 
45 mm M.S. Round, With 02 Nos. 

Appropriate Size Bearings 

Threshing Drum Assembly 

Threshing Drum Rims & Rings 
05 Nos. (03 Nos. Rims & 02 Nos. Rings) 582 

mm Dia. MS. Formed Sheet/Steel Casting 

Threshing Drum Shaft 
66 mm M.S. Round With 02 Nos. 

Appropriate Size Universal Type Bearings 

Threshing Bar 16 Nos. 1475 x 50x 9 mm M.S. Flat 

Threshing Blades & Concave 280 Nos. 50 – 60 HRC 

Sieve 18 Gauge M.S. Sheet 4.5 mm Hole Dia. 

Grain Tray 
M.S. Sheet 16 - Gauge Can Hold 40 Kg 

Grains 

Blower Assembly 

Fan 
2 Nos. Each With 4-Wings, M.S. Sheet 4 mm 

Thickness 

Blower Shaft 
66 mm M.S. Round With 02 Nos. 

Appropriate Size Universal Type Bearings 

Blower Body 
2 mm And 3 mm M.S. Sheet In Front Of The 

Fan’s Face 



 

 

Blower Pipe 
Moveable, 14 Gauge M.S. Sheet With 

Extension Pipe 16 Gauge 

Miscellaneous 

Paint 
Double Coat With Primer After The Surface 

Finish 

Nuts And Bolts To Be Tightened With Spring Washers 

Bearings European Standard or Equivalent 

Warranty 

Free: 1 Year For Parts And Service 

Extended: 5 Years For Parts Supply On 

Payment 

 


